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SMALL VISES 



ASSORTMENT NO. 12 

12 Vises and Display Stand. Weight 64 lbs. Assorted as Follows: 

Size of Jaws IH 1M 2 2^ 2U 

Clamp Base, Iron Jaws.2 No. 741 2 No. 742 2 No. 743 1 No. 744 1 No. 745 

Clamp Base, Steel Jaws.1 No. 761 . 1 No. 763 . 

Swivel Base, Steel Jaws. 1 No. 772 . 

List price complete assortment. 


VICTOR “JERSEY” VISES 

Victor “Jersey” Vises are strong, serviceable 
tools, and have long been popular with both me¬ 
chanics and amateurs. The screw (body, head and 
collar) is in one piece, turned from cold rolled steel, 
and has a square, lathe-cut thread. The steel jaws 
are hardened, and all jaws are ground to insure 
that they meet squarely when tightened. Both 
hack and front jaws are filed to a fit. 

Fig. 741 




Pig. 761 


3 

1 No. 746 


$14.20 


CLAMP BASE, PLAIN IRON JAWS 


CLA3IP BASE, HARDENED TOOL STEEL 
JAWS 


No. 

Ja\v8 

in. 

WeiRht 

lbs. 

Japanned 

each 

No. 

Jaws 

in. 

Weight 1 

lbs. 1 

1 Japanned 

1 each 

741 


3 

$0.70 

761 


3 

$0.95 

742 

1% 

31/4 

.90 

762 

1% 

3y4 

1.15 

743 

2 

31/2 

1.00 

763 

2 

3y2 

1.30 

744 

2^ 

4 

1.25 

764 

2y4 

4 

1.55 

745 

21^ 

5 

1.50 

765 

2y2 

5 

1.85 

746 

3 

8% 

2.00 

766 

3 

8% 

2.50 

















































